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Vehicle

Engine - Cummins Diesel (6.7 Turbo Tier 111 - 160 H.P.)
Gauges - Teleflex Morse CANtrak
Drive - Hydrostatic Wheel Motors
Automatic Brake
Fuel Capacity - 40 Gallons
Air Cleaner - Dual Dry Elements With
- Exhaust Driven Pre-Cleaner
Tires - 14.5x 16.1 - 10 Ply
Lights - Front, Rear, and Boom

Shaker Head

A16 Magnum Shock Wave

High Tensile steel - AS514

Single Belt Drive

Single Clamp Cylinder

Hydraulic Head Brake

Quick Change Patterns

Clamp Opening - 24 Inches (A16)
Optional - 30 Inches (A17)

Measurements

Travel Length - Folded 19 Feet 1 Inch
- Extended 27 Feet
Width - Vehicle - 7 Feet
Height - Head Folded - 6 Feet 8 Inches
Head Extended - 6 Feet

Wheel Base - 126 Inches
Weight - 11,080 Pounds
Shaker Vertical Reach

- Standard 15 Feet 9 Inches

- Optional 18 Feet 9 Inches
Shaker Head Roll - 60 Degrees

Hydraulic System

Oil Tank - 43 Gallons
Pumps - Hydroststic
- Vane and Dual Gear
Joystick Control
Hydraulic Oil Cooler
Sauer Danfoss PVG - Steel Valve Body
- Adjustable Flow Stops

Options

24” Air Cooled Pads
(U.S. Patent No. 5,103,625; 4,521,468)
Automatic Sling Lubrication
Pressurized Air Conditioned Cab
Long Boom - 12 Foot
Gear Ratios - 19:1 Standard
- 24:1 Optional
Dual Automatic Brakes
Automatic Rotary Sweepers
- Rubber Fingers
- Nylon Brushes
Shake Patterns
Oval Pads 20 Inch or 24 Inch
EA.S.T (Fully Automated Shaker Technology)
(U.S. Patent No. 6,658,834)
Angled head

EAS.T.

Fully Automated Shaker Technology

Simple to operate

Reduce shake time

Consistency

Reduce exposure to barking

A more efftient way to shake

Great for thinning and winter shake

You control the duration and energy of the shake
Improved fuel efftiency

Reduce your carbon footprint

Reduce wear and maintenance on your shaker
Reduce driver fatigue

Increased productivity
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